Percussion Marking System
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Mark permanentlogo, text on any metal nameplate by

Exrpnamras CNCcontrol micro-percussion or electric stylus

SoonMark CO,.LTD.

B Economic price, rigidity and stability structure, designed and made in Taiwan, with core parts coming

from German and Japan.

O USB connection marking, use USB port connect to PC to mark like printer.

[l Easy and operation friendly software can use on any PC Windows environment (Windows XP/Vista/7/8),
PLT logo marking imported from AutoCAD or CorelDraw.

[l Connect to any 32 or 64bit table PC, Notebook or Tablet PC for high resolution nameplate marking.

£ Gold Plate GP100 is the simplest and economic CNC control nameplate marking machine with
pneumatic pin also have option accessory for electric pin.
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Specification
Marking Area

Gold Plate CNC Nameplate Markin Machine

GP100: GP150:
100x 100mm | 150X 100mm

Marking Heighi

130mm Max

Text Height

2mm above

Text Fonts

8 Fonts with space and width compression,
Windows double line fonts available.

Werking Power

Air Pressure 2-5 bar max. Power 110/220V , 120W

Marking Style

Linear text with any angles, Serial number,
midpoint(trace), Date are circular marking.

Marking Speed

1-4 Letter/sec (3-2mm text) adjustable

Accessories

Foot switch, Name plate fixture |
magnet clamper, electric marking set

Machine Dimensions

400x240x610mm (LxWxH )

Weight

19.5Kg
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